
Working temperature: 0 ~ 40°C
Storage temperature: -20℃ ~ 55℃

Environment

Dual monitor:
380*280*590mm
Single monitor:
300*250*590mm
Wall-mounted:
265*120*680mm

Dimensions (WDH)
5× USB Type-A ports
1× RJ11 Serial port
1× RJ12 Cashbox port
1× RJ45 LAN port
1× Audio jack
1× Power port
1× Micro USB debug port

Port 
3W

Speaker

2.4G/5GHz，IEEE 802.11 a/b/g/n/ac

Wi-Fi
Thermal printer
with automatic cutter
Support 58/80mm OD paper roll
Print speed up to 250mm/s（max）

Printer
Support 1D,2D
mobile screen and printed
barcodes

Scanner

Portrait screen: 15.6" 1080x1920 FHD 
Multi touch Screen；
Landscape(optional): 15.6" 1920x1080 FHD 
Multi touch Screen；

Display
16G ROM+ 2G RAM
Support MicroSD(TF)
up to 64GB

Memory
Qualcomm Snapdragon
Octa-core/
Rockchip Quad-core

CPU
Android 7.1
SUNMI OS

Camera (Optional)
3D structured light camera 
Support FR payment 
membership verification,etc.

Bluetooth
Support Bluetooth 2.1/3.0/4.0 
Support BLE

Power Adapter
Input：AC100~240V/1.7A 
Output：DC24V/2.5A

OS

Note:
1.Actual memory will be reduced due to a number of factors and may vary. Operating system also occupies some memory.
2.The actual specs of products launched to the market shall take precedence over the info listed in this catalogue; any change may be made without prior notification.

SUNMI K2 MINI
Technical specifications

Wall-mounted Single screen desktopDual screen desktop

Facial recognition camera. 5~23° adjustable.

15.6" Full HD touch screen with a wide view angle & sensitive response.

International famous scanner scans barcode & payment QR code.

Japanese Seiko printer supports high-speed printing.

App Store management, kiosk mode, canary deployment…
powered by SUNMI OS.

SUNMI K2 MINI
Kiosk

Retail Version

Printing

QR code
Payment

Face-ID
Verification

Barcode 
Scanning

Face-ID
Payment 


